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Results	  from	  the	  „Hyperlong	  Hyperdef”	  experiment,	  	  
EUROBALL	  IV,	  Strasbourg	  	  
B.	  Herskind	  et	  al.	  
64Ni	  +	  64Ni	  	  128Ba	  	  (@255	  and	  260	  MeV	  bombarding	  energy)	  





Macro-‐microscopic	  calculations	  	  



 Lublin-Strasbourg liq.Drop (LSD)  model by K. Pomorski and J. Dudek, PRC67 (2003) 044316 









oblate	  

Jacobi	  

Poincare	  

oblate	  

Jacobi	  

Poincare	  

	  K.	  Mazurek	  et	  al.	  

Evidence	  for	  Poincare	  shape	  transition:	  

• Mass	  asymetric	  fission	  
• Specific	  giant	  back-‐band	  curves	  
• Fragmented	  GDR	  strength	  function	  



Evolution	  of	  GR	  strength	  function	  for	  142Ba	  
K.	  Mazurek	  et	  al.,	  to	  be	  published	  



138Ba	  also	  good	  candidate	  for	  
obervation	  of	  Jacobi	  and	  
Poincare	  shape	  transitions	  



Predictions	  by	  the	  cranked	  relativistic	  mean	  field	  calculations	  for	  the	  self-‐
consistent	  proton	  densities,	  as	  a	  function	  of	  the	  y	  and	  z	  coordinates	  for	  the	  
HD	  configurations	  	  



We	  propose:	  

At	  the	  first	  stage	  of	  SPIRAL2	  (Phase2-‐Day1)	  the	  reaction	  	  
90Kr	  (with	  intensity	  of	  5x108	  pps	  and	  ~4	  MeV/A)	  on	  48Ca	  will	  be	  used	  to	  
populate	  the	  compound	  nucleus	  138Ba	  at	  maximum	  spin	  around	  90	  h.	  	  	  

At	  a	  later	  stage	  (Phase2-‐Day2)	  the	  even	  more	  neutron-‐rich	  system	  142Ba	  will	  be	  
reached	  by	  the	  use	  of	  the	  94Kr	  beam,	  with	  similar	  intensity.	  	  

The	  experimental	  setup	  will	  require	  the	  coupling	  of	  the	  AGATA/EXOGAM2	  
array	  to	  the	  PARIS	  scintillator	  array,	  plus	  a	  detection	  system	  for	  the	  beam	  
rejection	  and	  selection	  of	  the	  evaporation	  residues,	  such	  as	  VAMOS/LISE	  or	  a	  
dedicated	  recoil	  filter	  detector.	  	  







Possible	  problems	  with	  the	  beam	  rejection	  

• Heavy Ion detection : large-acceptance spectrometer VAMOS @ 0° 

Ch.	  Schmitt	  et	  al.	  



• Heavy Ion detection : Recoil Filter Detector of Krakow 

d=1350	  mm	  
Δθ=	  1.6°	  -‐6.7°	  
Δω=	  19.4	  msr	  

5	  MeV	  -‐the	  
minimum	  punch-‐
through	  energy	  

adjustable	  



Improvement	  of	  γ-‐spectra	  by	  a	  coincident	  	  
recoil	  detec5on	  (with	  RFD)	  

68	  MeV	  18O	  +	  0.8	  mg/cm2	  30Si	  	  

βrec~3%	  



Presntly:	  RFD	  in	  Legnaro	  coupled	  to	  GASP	  



RFD	  has	  to	  be	  put	  at	  the	  disctance	  of	  3m	  
It	  might	  be	  the	  solution	  

beam	  

recoils	  

Other	  solution:	  Wien	  filter	  of	  LISE	  

Simulations	  by	  G.	  Jaworski	  (Warsaw)	  

degrees	  







RISING	  experiment	  with	  real	  photons	  (Milano,	  Krakow,	  GSI,	  ...)	  












